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and equipment conform to the procure-
ment specifications before installation
or use of the material and equipment.
The licensee shall retain, or have avail-
able, this documentary evidence for the
life of the package to which it applies.
The licensee shall assure that the evi-
dence is sufficient to identify the spe-
cific requirements met by the pur-
chased material and equipment.

(c) The licensee shall assess the effec-
tiveness of the control of quality by
contractors and subcontractors at in-
tervals consistent with the importance,
complexity, and quantity of the prod-
uct or services.

§ 71.117 Identification and control of
materials, parts, and components.

The licensee shall establish measures
for the identification and control of
materials, parts, and components.
These measures must assure that iden-
tification of the item is maintained by
heat number, part number, or other ap-
propriate means, either on the item or
on records traceable to the item, as re-
quired throughout fabrication, instal-
lation, and use of the item. These iden-
tification and control measures must
be designed to prevent the use of incor-
rect or defective materials, parts, and
components.

§ 71.119 Control of special processes.
The licensee shall establish measures

to assure that special processes, includ-
ing welding, heat treating, and non-
destructive testing, are controlled and
accomplished by qualified personnel
using qualified procedures in accord-
ance with applicable codes, standards,
specifications, criteria, and other spe-
cial requirements.

§ 71.121 Internal inspection.
The licensee shall establish and exe-

cute a program for inspection of activi-
ties affecting quality by or for the or-
ganization performing the activity, to
verify conformance with the docu-
mented instructions, procedures, and
drawings for accomplishing the activ-
ity. The inspection must be performed
by individuals other than those who
performed the activity being inspected.
Examination, measurements, or tests
of material or products processed must
be performed for each work operation

where necessary to assure quality. If
direct inspection of processed material
or products is not carried out, indirect
control by monitoring processing
methods, equipment, and personnel
must be provided. Both inspection and
process monitoring must be provided
when quality control is inadequate
without both. If mandatory inspection
hold points, which require witnessing
or inspecting by the licensee’s des-
ignated representative and beyond
which work should not proceed without
the consent of its designated represent-
ative, are required, the specific hold
points must be indicated in appropriate
documents.

§ 71.123 Test control.
The licensee shall establish a test

program to assure that all testing re-
quired to demonstrate that the pack-
aging components will perform satis-
factorily in service is identified and
performed in accordance with written
test procedures that incorporate the
requirements of this part and the re-
quirements and acceptance limits con-
tained in the package approval. The
test procedures must include provi-
sions for assuring that all prerequisites
for the given test are met, that ade-
quate test instrumentation is available
and used, and that the test is per-
formed under suitable environmental
conditions. The licensee shall docu-
ment and evaluate the test results to
assure that test requirements have
been satisfied.

§ 71.125 Control of measuring and test
equipment.

The licensee shall establish measures
to assure that tools, gauges, instru-
ments, and other measuring and test-
ing devices used in activities affecting
quality are properly controlled, cali-
brated, and adjusted at specified times
to maintain accuracy within necessary
limits.

§ 71.127 Handling, storage, and ship-
ping control.

The licensee shall establish measures
to control, in accordance with instruc-
tions, the handling, storage, shipping,
cleaning, and preservation of materials
and equipment to be used in packaging
to prevent damage or deterioration.
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